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ABSTRACT 
Structural delineation is the main issue in the evaluation of carbonate 
reservoirs in structurally complex areas. Permeability is a critical reservoir parameter 
that influences well and/or reservoir performance and it is even more challenging 
when the reservoir is fractured. Oil Based Mud Micro Imager - resistivity of 
invading zone (OBMI-Rxo) is a high resolution curve that is sensitive to fluid 
mobility near the borehole wall and indicates invasion. However most operators are 
not using an accurate Rxo curve of OBMI for reservoir and petrophysical 
applications. After drilling it is important that the borehole stays in good shape, 
morevere, borehole instability will reduce the working life of the well. The main aim 
of this study is to design a workflow in order to establish an advanced formation 
evaluation in a carbonate fractured and clastic reservoirs. The entire workflow 
involved incorporating borehole images, petrophysical logs, Modular Formation 
Dynamics Tester tool (MDT), Xpress Pressure Tool (XPT) and cores  in 
characterizing fractured and non-fractured reservoirs. Image log data are processed 
and interpreted in the computer using a Geoframe software. The bedding, deviation 
survey and image logs are imported into the Bortex software and the heterogeneity 
analysis of reservoirs from borehole images is computed based on the same 
resistivity contrast principle than the layer delineation. Respectively, the Formation 
Micro Imager (FMI) and OBMI images are used to examine permeability and index 
mobility in conjunction with open hole logs. As a result, the answers provided by the 
FMI tool helped in understanding the reservoir structure, identify and evaluate 
fractures, visualize the rock texture, and complement coring programs. Single-well 
permeability distribution was demonstrated by the use of advanced image analysis. 
OBMI-Rxo helped to identify zones of higher permeability when combined with 
conventional induction logs and porosity logs. In addition, working on advanced 
borehole shape analysis improved information about the well condition.
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ABSTRAK 
Struktur delineasi menjadi isu yang utama untuk penilaian reservoir karbonat 
di kawasan berstruktur rencam. Ketertelapan merupakan parameter reservoir kritikal 
yang dapat mempengaruhi pelakuan telaga dan/atau reservoir dan ianya didapati 
lebih mencabar apabila reservoir mempunyai rekahan. Pengimbas Mikro Lumpur 
Dasar Minyak – kerintangan zon serbuan (OBMI-Rxo) adalah lengkuk beresolusi 
tinggi yang sensitif kepada pergerakan bendalir berhampiran dinding lubang telaga 
dan yang menunjukkan penyerbuan, kebanyakan operator didapati tidak 
menggunakan lengkuk OBMI-Rxo dengan betul pada reservoir dan bagi aplikasi 
petrofizik. Selepas penggerudian dijalankan, adalah penting untuk memastikan 
lubang telaga dalam bentuk yang baik. Tambahan pula, ketidakstabilan lubang telaga 
akan mengurangkan jangka hayat telaga tersebut. Tujuan utama kajian ini adalah 
untuk merekabentuk carta alir kerja tetap bagi penilaian formasi lanjutan untuk 
reservoir karbonat rekah dan juga klastik. Secara keseluruhannya, carta alir kerja ini 
untuk tujuan pencirian reservoir rekah dan bukan rekah adalah merangkupi imej 
lubang telaga, log petrofizik, ‘modular formation dynamics tester tool’, ‘Xpress 
pressure tool’ dan teras. Data log imej diproses dan diterjemah dengan menggunakan 
komputer dengan perisian ‘Geoframe’. Data dari lapisan, survei deviasi dan imej log 
diimport ke dalam perisian ‘Bortex’ dan kemudiannya pengiraan analisis 
keheterogenan reservoir daripada imej lubang telaga dilakukan berdasar kepada 
prinsip perbezaan kesamaan resistiviti berbanding deliniasi lapisan. Berkaitan log 
lubang telaga terbuka, pengimbas mikro formasi (FMI) diguna untuk menilai 
ketertelapan, manakala imej OBMI diguna untuk menilai indeks mobiliti. Sebagai 
kesimpulan, hasil yang diberi oleh alatan FMI didapati dapat membantu dalam 
penelitian struktur reservoir, mengecam dan menilai rekahan, memapar tekstur 
batuan, dan pelengkapan program penerasan. Taburan ketertelapan telaga tunggal 
telah dipapar dengan menggunakan analisis imej lanjutan. OBMI-Rxo membantu 
untuk mengenal zon ketertelapan tinggi apabila ianya digabungkan dengan log 
induksi konvensional dan log keliangan. Berkaitan kestabilan lubang telaga, kajian 
ini juga didapati dapat menambah baik maklumat tentang keadaan telaga apabila 
dijalankan analisis lanjutan bentuk lubang telaga.   
